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* GPS Antenna

* Active

* Suitable for indoor and

outdoor appl ications

* Waterproof

* Adhesive or Magnetic

Mounting on request

* Connector and

cable lenght on request
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Features

Technical Specifications

Working Temp.

Storage Temp.
IP

: -40°C~+85°C

: -45°C~+100°C

: IP67

GPS ACTIVE ANTENNA

A
n

te
n

n
a

s
F

a
m

il
y

ANT01x74xx

GPS Antenna

Frequency Range

V.S.W.R

Nominal Impendence

Gain

Polarization

: 1575.42 MHz

: <1.2: 1

: 50 Ohms

: Typical 0.0 dBic @ zenith

: RHCP

Environmental

Mechanical

Size

Weight

Cable

Connector

Mounting

Housing

: 27,9 x 21,3 x 13 mm

: about 52 g

: RG174

: on request

: adhesive or magnetic

: ABS Black

LNA Gain

Noise Figure

Fi lter Out Band Atten.

DC Voltage

DC Current

: 26dB at 3V, 27dB at 5V

: 1.15 dB

: ≥ 8 dB @ ± 50 MHz

≥ 12 dB @ ± 100 MHz

: 2.7 ~ 5.5 Volts

: 15 ~ 25 mA
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GPS ACTIVE ANTENNA
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Measurement

Antenna gain at 3V at 0deg against ref. antenna

Antenna gain at 3V at 90deg against ref. antenna




