COMBINED ANTENNA
ANT-11T14-24500

Features

* Multi Band Antenna
GPS / GLONASS /
AMPS / GSM / DCS /
PCS / UMTS / ISM

* Suitable for indoor and
outdoor applications

*IP 69K / IK 09 / UL 94

* Screw Mounting

Technical Specifications

GNSS (Cable 1)

Frequency Range (MHz) : GPS / GALILEO 1572
GLONASS 1592 + 1610

Impendence (ohm) : 50

Zenith Gain min (dBic) : 3

Polarization : RHCP
LNA 7/ Filter _
LNA Gain (dB) : 23 at 3V, 24 at 5V 1 -

Noise Figure (dB) :1.15 typ.

DC Voltage (V) :2.7+55

DC Current (mA) 115+ 25

Power max (mW) 1138

Cable : RG174 U length 4,5m
Connector : SMA male

: MOBILE (Cable I1)
Frequency Range (MHz) : AMPS 824 + 894
GSM 900
DCS 1800
' PCS 1900
3G UMTS 2.1 GHz
: ISM 2.4 GHz
V.S.W.R 1 <4:1
: Polarization : Horizontal
. Gain (dBi) 1 6
Power handling (W) : 50
Cable : RG174 U length 4,5m
Connector : SMA male
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COMBINED ANTENNA
ANT-11T14-24500

Mechanical

Weight : 600g Environmental
Size : 142.5 mm x 33.8 mm . .
Working Temp. : -40°C + +85°C

Material : ABS / Base: Zamak / Gasket: TPE P ratingg P - IP 69
Mounting : Screw Mounting : IK 09
Colour : Black '
Protection : UL 94
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