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Features
Ergonomic and tastefully
shape for professional

automotive applications.
Adaptable to different interfaces.
Very small magnetic support with

powerfull strenght.
 PTT. Hook reed.

Customizable on request.

H
an

ds
et

s 
Fa

m
il

y

HA-SMA-001-xx

Technical Specifications

Loudspeaker

Connections

Material:
Dimensions:          
Operat. temp.: 
Storage temp.:     
Humidity:
Weight:
Optional feature:                

ABS matt black
160x50x15
-20° - +55° C
-40° - +80° C
<90% (not cond)
200g
Halogen free version

Nominal imp.:
Frequency range:
Max input power:
Mean output Spl:
THD:      

150Ω±15%
500 - 4,5kHz (@ -10dB)
200mW
110dB ±3dB
<5%

Microphone
Type:
Sens.:
S/N Ratio:

Omni directional
-44dB ±3dB re 1V/Pa @ 1kHz
> 58 dBA

Pin
1
2
3
4
5
6
7
8

Signal
Hook (Active low)
Loudspeaker in (balanced)
Loudspeaker in (balanced)
Vcc Power supply (3,7 - 12V)
Microphone out (auto biased; AC coupled)
GND
Push to talk in
Push to talk out

optional clean switch}




